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STEEL CABLE LADDER

Valid for Autodesk Revit 2015 or Later I

In each model you can find the information about it: manufacturer, contact, reference
code, model name, certificates, description, url, pieces you need for the assembly, image, Basortay CXBSL 300 Vertal Outside Bend for Cable Ladder EEX) EC 67537, NEWA VI [2X JUBSL
image url and comments about the collocation.

Basortrav TEBSL-300 Forizontal Tee for Gable Ladder 276980 1EC 61537, NEA Vi |2 JUBSL

Basorirav BSL 6M Perforaed Gable Ladders. L=6m ZeTT EC 67537, NEWA VI [2X JUBSL P i
To use our models you can copy and paste them in your project Basortay BSLGC Perforated Gable Ladders. L=am TosT EC 67537, NEWA VI [2X JUBSL P z
Basoriray BSLTG08 Perforaied Gable Ladders. L=am P EC 67537, NEWA VI [2X JUBSL i
Autodesk Revit has limitations in 3D modeling, so each model is an aproximation of our <=
products Basoriray BSLT6 Perforaied Gable Ladders. L=am 75T EC 67537, NEWA VT [2X JUBSL 2 g
Basoriray BSLR Porforaied Cable Ladders. L=6m i [EC 67537, NEWA VT [2X JUBSL T
Cable ladders are system components that they can't be modified. You can choose the <
height, the lenght and the rung spacing that appears in our catalogue, but the width of our Modelos genéricos
- - ; ) v TBS! G 7 ; o5, 7700 1 (2682665
cable ladders rung's (without rail's width) correspond to the total width of Revit cable BasorravTBst bl Ladgder cover 200 T A P04 2 6386.016) [ !
ladders. And the fittings have our correct width. Basorra TESLA Gable Ladder cover 710275 EC 67537, NEWA VI [87100 X BT (26826.GC 1 T
Sissioliemon | N
Fittings are placed automatically (except junctions). To use fittings with different radius to Uniones de bandeja de cables
; : o Basorrav CCBSL-300 Verial nside Bend fo Gable Ladder Zee G 67537, NEWA VI [2X JUBSL B
300mm place it by hand. Accessories have to be placed too. It is important read the type o ericalnsige Bend for Gatle Fadde g
comments to know how to place the pieces. Basortra CPBSL-300 Forizontal Bend for Cable Ladder P 1EC 61557, NEWA Vi |2xJUBSL 5
Basoriray CRBSL-300 Forzontal Gross Overfor Gable Ladder EETs EC 67537, NEWA VI [2X JUBSL i

You can obtain planing tables with the information about the models used and quantities.

Using Dynamo script you can obtain the reference code of the cable ladders and fittings

and check if the models size is correct. BASOR SCHEDULE - BASORTRAV BSL

Sasorray BSL® TS0 mm
Sasorra BSLGC__[150 mm
sorray BSL1004 [ 150 mm
It is suitable and safe for the intended use and it is in conformity with UNE EN IEC 61537 ravBSLB1E [0
vav BSL 750 mm

and NEMA V1. : =

http://www.basor.com/ecatalogo/index.php?idioma=2&pk=1463

Characteristics of the tray:
- Metallic
- Non-flame propagating component
- System with electrical continuity
- Electrically conductive component
- Minimum temperature of -50 °C
- Maximum temperature of 150 °C
- With metallic coating; resistance to corrosion:
BSL: BSLR:
HDG coating: class 6 HDG coating: class 6
$5304: class 9C
$s316: class 9D
- Impact Strength: 20J BE quor
CABLE TRAY SPECIALIST

For any thecnical question please contact in the following ways: basor@basor.com // www.basor.com/ecatalogo/ o ssorcom
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