
WIDTH PREGALVANIZED HOT DIP GAVANIZED STAINLESS STEEL 304 STAINLESS STEEL 316

DESCRIPTION inch mm REF. kg/m LBS/FT REF. kg/m LBS/FT REF. kg/m LBS/FT REF. kg/m LBS/FT

PS  1_3/8" 1_3/8" 35 2/3476 0,23  0,15   2/3479 0,29  0,19   2/11227 0,29 0,19 UR 0,29 0,19

PS  2_3/8" 2_3/8" 60 2/2066 0,34  0,23   2/3480 0,43  0,29   2/3645 0,43 0,29 UR 0,43 0,29

PS  3_1/4" 3_1/4" 80 2/3477 0,46  0,31   2/3481 0,63  0,42   2/11228 0,63 0,42 UR 0,63 0,42

PS  4" 4" 100 2/3478 0,56  0,37   2/3482 0,76  0,51   2/5118 0,76 0,51 UR 0,76 0,51

PS  6” 6" 150 2/9852 1,08  0,71   2/4592 1,08  0,71   UR 0,63 0,42 UR 0,63 0,42

One bolt is required to fix divider strut every 20”. BASORFIL staple and B1 bolt set is required. B1 bolt set reference number 2/4356 in EZ 
or 2/6826 in HDG (products packed in bags of 100 units). BASORFIL staple reference number 2/0337 in EZ or 2/0339 in HDG.

L = 10 FT / 3 m

ELECTROZINC HOT DIP GAVANIZED STAINLESS STEEL 304

DESCRIPTION REF. kg/ud LBS/unit REF. kg/ud LBS/unit REF. kg/ud LBS/unit

Lateral Union Set ULA 2”/4” 2/4919 0,06 0,132 2/4363 0,06 0,132 2/4921 0,06 0,132

It consists of a bolt-BF set and a lateral union.

It can be used as a fastener with the BFR H2”and BFR H4” series. Of all the fasteners, this holds 
the tray the most rigid.

ELECTROZINC HOT DIP GAVANIZED

DESCRIPTION REF. kg/ud LBS/unit REF. kg/ud LBS/unit

UR BFR H2"/4" E-BFR H4" 2/6217 0,03 0,066 2/6219 0,03 0,066

UR BFR H1_1/2" E-BFR H2"/4" 2/7271 0,04 0,088 2/7272 0,04 0,088

Used as a fastener for BASORFIL BFR/E-BFR trays, H2” and H4”.

Used as a fastener for BASORFIL BFR trays H1_1/2” AND E-BFR for H2”/4”.

ELECTROZINC HOT DIP GAVANIZED STAINLESS STEEL 304 STAINLESS STEEL 316

DESCRIPTION REF. kg/ud LBS/unit REF. kg/ud LBS/unit REF. kg/ud LBS/unit REF. kg/ud LBS/unit

BF Bolt-Staple Set 2/4364 0,03 0,066 2/4360 0,03 0,066 2/4915 0,03 0,066 2/5358 0,03 0,066

It consists of a BF-bolt set and a BF-staple.

It can be used as a fastener in all BASORFIL tray series.    

UR=Upon Request


